Fold these back and glue the tab to the parapet top.

The parapet wall: cut out the tabs and top pieces (below). Then fold back and glue the long pieces on top of the tabs, bending at each seam make sure to overhang on the front slightly.

Glue the cornice 1 here over this area.

Fold under here and glue at the corners.

Cut out square for gluing the recessed entry.

Cut slots.

Fold and glue under roof.

Fold here and glue at corners.

Top of canopy

Bottom of canopy

Canopy: Glue the 5 printed parts into a box with the 4 small tabs. Then insert the 4 large tabs into the slots on the front facade.

© 2005 Illinois Historic Preservation Agency

Cut here if using scissors.
THE UPPER STORY OF THIS HANDSOME DEKALB BUILDING'S FRONT FAÇADE WAS BUILT WITH LOCAL LIMESTONE. THE REMODELED STOREFRONT IS A GREAT EXAMPLE OF LATE 1950s RETAIL DESIGN WITH A STREAMLINED STEEL CANOPY, BLUE GLASS MOSAIC TILE, AND AN ASYMMETRICAL RECESSED ENTRANCE.

CUT OUT PARAPET EDGES AND GLUE ONTO THE TABS SLIGHTLY OVERHANGING THE WALL.

FOLD HERE AND GLUE AT CORNERS

FOLD AND GLUE TO INSIDE OF BACK

FOLD AND GLUE TO INSIDE OF FRONT

BUILD YOUR OWN ILLINOIS MAIN STREET

DEKALB CLOTHIERS
DEKALB, ILLINOIS

www.buildyourownmainstreet.com
CUT OUT PARAPET EDGES AND GLUE ONTO THE TABS SLIGHTLY OVERHANGING THE WALL.

FOLD AND GLUE TO INSIDE OF FRONT

FOLD HERE AND GLUE AT CORNERS

FOLD AND GLUE TO INSIDE OF BACK
